2012 Zenith 601XLB 
“B” modification performed during original build process; original factory build plans with documentation; all logs
650 style tinted canopy and canopy latch
Two 12gal aluminum wing tanks
Purchased from original builder/owner September ’24 after being stored in a hanger for seven years; owner lost medical in 2017
TTAF: 130hrs corrosion free and no leaks of any kind
900lbs empty weight
Engine:  Lycoming 0-235 N2C 
· TT 1900
· SMOH (March ’25) 44hrs; flies weekly
· Overhaul due to being stored in a hanger for seven years; had light corrosion on cylinder walls and cam lobs
· 116 max HP
· 2,800 max RPM (<5 minutes)
· 2,700 max continuous
· Oil/filter changed every 10hrs during break-in; no metal noted in filter or screen
· All major component yellow tagged: case, crank, cylinders; all new internals; new starter, Vetterman crossover exhaust, mechanical fuel pump, alternator, carburetor, factory rebuilt mags, new spark plus wires and plugs, and new oil and fuel lines, 
New DUC Composite GA 68” two blade propeller balanced 9/01/25;  44 hrs since new
· New Zenith “puck” nose gear suspension with new nose gear leg 
· New Garmin G5
· New Garmin Area 660 GPS
· New Garmin GDL82 ADSB out
· New Stratus ADSB in
· King KT97A Com
· King KT76A Transponder; 
· JPI 700; fuel flow, fuel QT, fuel remaining, 4 EGTs, 4 CHTs, lean find, volts
· EI Ind. Digital tach
· Strobe/Nav/Taxi Landing lights
· Electric elevator and aileron trim on stick
· New oil pressure gauge and remote mount sender
· Two USB ports
· Two David Clark headsets 
· Cockpit heat
· Kroger Sunshade
· Oil sump preheat

130mph IAS at 3,000msl, 2450rpm, and 5.7 GPH 




