             GENERAL INFORMATION SHEET 
             HATZ CLASSIC S/N 063 (NX836)
Engine:O-320E2D (150 hp) SN L-38219-27A (Left magneto impulse coupling)
PROPELLER: MCCAULEY 1C160-CTM-7553 S/N726001
Propeller balanced on engine
Airframe: 173 TTSN
Engine 1869 TTSOH
Engine : 5307 hours TTSN
Engine tachourmeter reading: 1133 hours
Airworthiness Certificate: EXPERIMENTAL AMATEUR-BUILT CATEGORY 
Radio VHF Comm transceiver with intercom: Garmin SL40
Narco AR-850 Altitude Encoder
Transponder: KT-76A (including spare KT-76A)
ADS-B in/out uAvionics compatible with iFly GPS Echo UAT and SKYFyx
ELT: ACK E-04 406mhz
Empty weight 1122 pounds
Gross weight 1700 pounds
Wing Span: 26 Feet 
Main Tires/wheels: Cleveland 6.00X6
Zeftronics Electronic 12-volt Voltage regulator
Matco solid Steerable tailwheel
Aluminum Ailerons (4)
Hydraulic Heel Brakes, rear cockpit
FUEL: Capacity 22 gallons in one upper wing Center Section tank
Cruise Speed at 2200 RPM: 98 MPH
FABRIC COVERING (ALWAYS HANGARED) POLY FIBER (2013)
All steel structures powder-coated white.
All steel structures professionally welded by Makelin Corporation.
Two seats, full dual control and front instruments but no brakes in front cockpit.  Have parts to add front cockpit brakes.
Rear cockpit only for Solo
No cockpit heater
Locking baggage compartment behind rear cockpit.
Full drawing set included 
Concorde Battery charger with charge plug included.
Complete drawing set included.
Large 3-Ring binders included with all components information.
Main landing gear extended 9 inches to allow installation of a radial engine with longer propeller
Digital CHT gauge
Both magnetos 500-hour inspection and overhauled with 15 hours TTSOH 
Tie-down rings under wings 
!2-volt plug in rear cockpit
Spare alternator and brackets
MA-4SPA Carburetor overhauled in 2014 with 171 hours TSMOH.
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