1973 Piper PA28-180 Cherokee Challenger Specifications
GENERAL 
FOR SALE $108,000
SINCE NEW, ALWAYS HANGERED, BASED AT SAME AIRPORT (LBF), MAINTAINED AND ANNUALED BY SAME MECHANICS, ALL LOGS AVAILABLE, LOW HOURS, UPHOLSTERY ORIGINAL AND IN GREAT CONDITION.  SECOND OWNER FOR 43 YRS
CURRENT TAC TIME: 3039.57
TOTAL TIME: 3384.07
TSMOH: 786: 775.07.07
PROP TIME
LAST ANNUAL 9.2025
ENGINE –Lycoming o-360-A4A
PROP TYPE – 76EM8S5-0-60
COMPRESSION - #1;68/80 #2; 68/80 #3; 70/80 #4; 77/80
AVIONICS
KMA 20 TSO CONTROL PANEL
KX155& KX154 VHF NAV/COM
KI209 VORLOC GLIDESLOPE
KX170B NAV/COM
KR 85 TSO ADF
KT78 TSO MODE C TRANSPONDER
GYRO SUCTION INDICATOR
FX100 EGT
CLOCK MANUAL WIND
ELECTRIC TRIM
ADSB OUT
ADSB IN PORTABLE
FLIGHTCOM TWO WAY PORTABLE INTERCOM
2 EA CLARK HEADSETS
2 EA FLIGHTCOM HEADSETS
FEATURES
PIPER WING EXTENSIONS-386.5 INCH LENGTH VS STD. 360 INCHES, PROVIDES REDUCED SINK RATE UPON REDUCED POWER, IMPROVES STABILITY (STALLS GENTLY), AND ENHANCES PERFORMANCE THUS MORE ENJOYABLE AND RELIABLE, 10 GAL/HR
PEDDLE BRAKES PILOT SIDE ONLY
WHEEL COVERS
FUSELOGE PAINT SPECKLED BOTH SIDES FROM 2 WINDSTORMS ON TRIPS
NEW ELT BATTERY 9.25.25
EXTERIOR BATTERY PLUG IN CABLE
ROPE TIE DOWNS
YOKE MOUNT TABLET BRACKET
YOKE MOUNT PHONE BRACKET

