N9840U SPEC SHEET
1976 AA-5A CONVERTED TO TIGER CONFIGURATION
AIRFRAME:  Grumman American AA-5A, S/N: AA5A-0240, TOTAL TIME: 4388.5 
ENGINE: Lycoming O-360-A4K, S/N: L-26814-36A, TOTAL TIME: 3288.0, SMOH: 1359.0 (07-30-1997)
PROPELLER: Sensenich 74EM8S-10-0-62, S/N: 29207K, TOTAL TIME: 1722.5
AVIONICS: 
· 2-King KX-155 w KI-209/KI-208 GS.VOR IND, KN-64 DME, KT-78 XPDR, KMA-20 AUDIO-       AMP, GX50 GPS w dedicated CDI, Century IIB A/P, WX-900 Storm Scope, Avionics Master Switch
OPTIONAL EQUIPMENT:
· EI SR-8A Engine Analyzer, R-1 Digital Tachometer, JPI FS-450 Fuel Flow 
· Davtron 903 DVOR. Davtron M303 Digital OAT, VOLTS, etc. True Airspeed Indicator
· Aero-Trim Electric Aileron Trim
· Precise Flight Standby Vacuum System
· Wingtip Dual Recognition (Landing) Lights, Wingtip Strobe Lights
· Flush Red Lexan Rudder Cap w Strobe Light
· TCB Composite Forward Spinner Bulkhead
· Split Nose Bowl (service alternator without removing prop)
· Power Flow Exhaust System with Short Stack Internal “Muffler”
· Sky-Tec 149-12LS (Light Weight) Starter
· ACK E-04 406 MHz ELT
· Auxiliary Power Receptacle (on RH side of lower cowl)
EXTERIOR & INTERIOR:
· Inside Wing Panels, Horizontal Stabilizer & Cowl Repainted - 8/10, Fuselage, Etc. – 6/10 (Still Glossy)
· Upholstery is Original and Like New
· Glass has ALL been Replaced
· Epoxy Primer Inside Wings and Fuselage – No Corrosion or Delamination
WEIGHT & BALANCE: 2400 lb. Gross Weight
· Empty Weight: 1386.61 lb, Empty Weight CG: 83.46, Useful Load: 1,013.39 lb. (very unusual)
RECORDS:
· Complete Logbooks (Impeccable Records)
· Annual Inspection Completed: June 1, 2026
· ELT Battery Due: March 2028
· KT-78 Transponder Tested: October 9, 2025
Note: A Turnkey, Above Average Aircraft with a Lycoming Factory Overhaul that needs a new owner to fly it!
Text or Call Cliff (Kip) Hanson A&P/IA (Selling For Owner) - 503-510-1813
